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STANDARD DESIGN FEATURES
1. Self-flushing mechanical seals ensure maximum

seal face lubrication, heat dissipation and debris
removal without vulnerable, external flush tubing. As
much as 25 percent of the total pump flow con-
tinuously flushes the seal faces.

2. Back pull-out design allows one service tech ease of
maintenance.

3. Aluminum bronze shaft sleeve construction is stand-
ard. Special sealing between the sleeve and shaft
prevents corrosion of the shaft by the pumped fluid.

4. Enclosed, balanced impeller for quiet, vibration free
performance. Impellers are precision fitted to the shaft
and positively locked with a shaft key.

5. Heavy duty cast iron volute construction for 175 PSI
working pressure.

6. Jacking bolts provide ease of volute disassembly.

7. Gauge tappings on the suction and discharge
flanges along with volute vent and drain tappings are
standard.

8. Hydrostatic testing of each pump is standard.

SERIES 1531 CLOSE-COUPLED PUMPS

OPTIONAL EQUIPMENT
• All iron construction • Vertical mounting

• All bronze construction • EPT, Viton or Teflon

• Bronze casing wear ring mechanical seals
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SERIES 1531
SELECTION CHARTS

3500 RPM

1750 RPM

Prepared by              Date 7-10-00



MOTOR DIMENSIONS1 – INCHES (MM)

MOTOR MOTOR
FRAME FRAME A B F 2E AB D H O

STD. SEAL BOX TYPE (MAX.) (MAX.) (MAX.) (MAX.)
143JM 143JP 7 (178) 6 (152) 4 (102) 51/2 (140) 7 (178) 31/2 (89) 11/32 (9) 71/4 (184)
145JM 145JP 7 (178) 6 (152) 5 (127) 51/2 (140) 7 (178) 31/2 (89) 11/32 (9) 71/4 (184)
182JM 182JP 9 (229) 61/2 (165) 41/2 (114) 71/2 (191) 81/2 (216) 41/2 (114) 13/32 (10) 93/8 (238)
184JM 184JP 9 (229) 71/2 (191) 51/2 (140) 71/2 (191) 81/2 (216) 41/2 (114) 13/32 (10) 93/8 (238)
213JM 213JP 101/2 (267) 71/2 (191) 51/2 (140) 81/2 (216) 103/4 (273) 51/4 (133) 13/32 (10) 111/8 (283)
215JM 215JP 101/2 (267) 9 (929) 7 (178) 81/2 (216) 103/4 (273) 51/4 (133) 13/32 (10) 111/8 (283)
254JP 254JP 121/2 (318) 103/4 (273) 81/4 (210) 10 (254) 103/4 (273) 61/4 (159) 17/32 (14) 131/8 (333)
256JP 256JP 121/2 (318) 121/2 (318) 10 (254) 10 (254) 103/4 (273) 61/4 (159) 17/32 (14) 131/8 (333)
284JP 284JP 14 (356) 121/2 (318) 91/2 (241) 11 (279) 125/8 (321) 7 (178) 17/32 (14) 15 (381)
286JP 286JP 14 (356) 14 (356) 11 (279) 11 (279) 125/8 (321) 7 (178) 17/32 (14) 15 (381)
324JP 324JP 16 (406) 14 (356) 101/2 (267) 121/2 (318) 151/8 (384) 8 (203) 21/32 (17) 17 (432)
326JP 326JP 16 (406) 151/2 (394) 12 (305) 121/2 (318) 151/8 (384) 8 (203) 21/32 (17) 17 (432)
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SERIES 1531
CENTRIFUGAL
PUMP
DIMENSIONS

STANDARD MECHANICAL SEAL STUFFING BOX TYPE

STANDARD WORKING
PRESSURE 175 PSI
(12 BAR)

Flanges drilled and
faced per 125# ANSI
Standards.
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PUMP DIMENSIONS – INCHES (MM)
SIZE OF PUMP

AND
DISCHARGE SUCTION DD X Y Z L (MAX)1 CP (MAX)1

11/4 AC (NPT) 11/2 NPT 43/4 (121) 5 (127) 31/4 (83) 41/2 (114) 145/8 (371) 251/2 (648)
11/2 AC (NPT) 2 NPT 5 (127) 6 (152) 31/8 (79) 45/8 (117) 165/8 (422) 321/4 (819)

2 AC 21/2 51/2 (140) 61/2 (165) 31/2 (89) 43/4 (121) 171/8 (435) 341/2 (876)
21/2 AB 3 513/16 (148) 6 (152) 41/4 (108) 411/16 (119) 1715/16 (456) 351/4 (895)
3 AC 4 61/4 (159) 6 (152) 41/8 (105) 5 (127) 177/8 (454) 361/8 (918)
4 AC† 5 67/8 (175) 71/2 (191) 415/16 (125) 53/4 (146) 1913/16 (503) 405/8 (1032)
5 A† 6 77/8 (200) 81/2 (216) 513/16 (148) 61/4 (159) 215/16 (541) 42 (1067)

11/4 BC (NPT) 11/2 NPT 61/8 (156) 8 (203) 31/4 (83) 51/2 (140) 163/4 (425) 351/8 (892)
11/2 BC (NPT) 2 NPT 61/4 (159) 61/2 (165) 31/8 (79) 53/4 (146) 171/8 (435) 363/8 (924)

2 BC 21/2 61/8 (156) 7 (178) 4 (102) 57/8 (149) 181/8 (460) 39 (991)
21/2 BB 3 71/4 (184) 63/4 (171) 4 (102) 6 (152) 183/16 (462) 391/8 (994)
3 BC 4 7 (178) 71/2 (191) 43/4 (121) 61/8 (156) 193/16 (487) 40 (1016)
4 BC 5 85/8 (219) 8 (203) 5 (127) 7 (178) 19 (483) 363/8 (924)
5 BC 6 91/2 (241) 10 (254) 6 (152) 71/2 (191) 203/8 (518) 371/8 (943)
6 BC 8 103/8 (264) 101/2 (267) 7 (178) 81/4 (210) 223/4 (578) 431/2 (1105)
2 E 3 75/8 (194) 8 (203) 51/2 (140) 61/2 (165) 187/16 (468) 391/4 (997)
3 E 4 81/2 (216) 91/2 (241) 51/2 (140) 73/8 (187) 181/8 (460) 351/2 (902)
4 E 5 91/4 (235) 93/4 (248) 59/16 (141) 71/4 (184) 183/16 (462) 35 (889)
5 E 6 95/8 (244) 101/2 (267) 57/16 (138) 715/16 (202) 1813/16 (478) 38 (965)
6 E 8 107/8 (276) 11 (279) 61/8 (156) 815/32 (215) 193/4 (502) 405/8 (1032)

Dimensions are subject to change. Not to be used for construction purposes unless certified.
1Varies with motor manufacturer.

Frame Size Selections*
ODP and TEFC

3PH Motor Frame Selection
ODP TEFC

HP 3600 1800 1200 3600 1800 1200
1/2 143JM 143JM
3/4 143JM 143JM
1 143JM 145JM 143JM 145JM

11/2 143JM 145JM 182JM 143JM 145JM 182JM
2 145JM 145JM 184JM 145JM 145JM 184JM
3 145JM 182JM 213JM 182JM 182JM 213JM
5 182JM 184JM 215JM 184JM 184JM 215JM

71/2 184JM 213JM 254JP 213JM 213JM 254JP
10 213JM 215JM 256JP 215JM 215JM 256JP
15 215JM 254JP 284JP 254JP 254JP 284JP
20 254JP 256JP 286JP 256JP 256JP 286JP
25 256JP 284JP 324JP 284JP 284JP 324JP
30 284JP 286JP 326JP 286JP 286JP 326JP
40 286JP 324JP 324JP 324JP
50 324JP 326JP 326JP 326JP
60 326JP

*1Ø motors are one frame size larger than shown.




